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Electrical Optical Characteristics at Ta=25℃ 

PARAMETER 参数 
SYMBOL

符号 

MIN 

最小值 

TYP 

典型值 

MAX 

最大值 

UNITS 

单位 

TEST CONDITIONS 

测试条件 

Reverse Light Current 光电流 IL - 85 - µA VR=5V.Ee=1mW/cm
2
 

Reverse Dark Current 暗电流 ID - - 100 nA VR=10V.Ee=0 mW/cm
2
 

Reverse Voltage 反向电压 V(R) 30 - - V IR=100μA 

Forward Voltage 正向电压 VF - - 1.3 V IF=1mA 

Rise Time/ Fall Time 响应时间 tr/tf - 50 - ns VR=20V.RL=50Ω 

Total Capacitance 结电容 CT - 9 - PF VR=5V.Ee=0,f=1.0MHZ 

Viewing Angle 发光角度 2θ1/2 34 38 42 deg (Note 2)  

Note: 

1. θ1/2 is the off-axis angle at which the IL is half the axial IL. 

半功率角度为光电流在 50%的时候的夹角。 

2. The IL test error is based on our test. 

光电流测试误差以敝司的测试作为标准。 

3. The IL guarantee should be added ±15% tolerance. 

光电流测试公差为±15%。 

 

Suggest Wave Soldering Condition For Lead Free:建议波峰焊曲线图 
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LED MOUNTING METHOD 

1.  The lead pitch of the LED must match the pitch of the mounting holes  on the PCB during 

component placement.  Lead -forming may be required to insure the lead pi tch matches the 

hole pi tch.  Refer to the figure below for pro per lead forming procedures  (Fig.1).  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

“○” Correct  mounting method   “×” Incorrect  mounting method  

Note 1-2: Do not  route PCB trace in the contact area between the lead  frame and the PCB 

to prevent short -circui ts .  

 

2.  When soldering wire to  the LED, use individual heat -shrink tubing to  insulate the 

exposed leads to prevent accidental contact short -circui t (Fig.2) .  

 

 

 

 

 

 

3.  Use stand-offs (Fig.3) or spacers (Fig.4) to securely posi tion the LED above the PCB.  
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PACKAGE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Bag minimum volume 

(pcs / Bag) 

Bag volume 

(pcs / Bag) 

Inner box volume  

(Bag / box) 

Outer carton volume 

(Box / Carton) 

500 1000 10 4 
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TYPE NO.:

QUANTITY:

BIN:

DATE CODE:

REMARKS:

LOT NO.:

RoHS

Bag

1 2 3

1

34

2

310 195

2
0

0
4

2
5

410
325


